19991202.ba v02_n742.bam.991202 


>From ???@??? Fri Dec 03 14:47:01 1999 

Message-Id: <199912030455.dB34trP02117@sco.theporch. com> 
Date: Thu, 2 Dec 1999 22:55:18 CST 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 2742 


BOATANCHORS Digest 2742 
Topics covered in this issue include: 


1) Re: Tek 547 
by Arden Allen <gumbear@pacbell.net> 
2) FS :VT-4C 
by "Ragnar Otterstad" <otterstad@inet.uni2.dk> 
3) Jackson ball drives available again 
by Heinz und Hannelore Breuer <hbreuer@debitel.net> 
4) Looking for Johnson Ranger -Must be very clean 
by "Bruce J. Howes KG2IC" <bhowes@buffnet.net> 
5) Ampex AG-440C 
by "Jay H. Miller" <jmiller@teleteam.net> 
6) Re: Ampex AG-440C 
by Richard Loken <richardlo@devax.admin.athabascau.ca> 
7) Computerized tube storage 
by mnhopkins@juno.com 
8) Boonton 75A-S8 Capacitance Bridge, Need manual 
by Roy Morgan <roy.morgan@nist.gov> 
9) General Radio 1390A Noise Generator, Need manual 
by Roy Morgan <roy.morgan@nist.gov> 
10) Re: HRO Saga 
by Jderm740@aol.com 
11) BA Literature/Gear FS 
by don merz <71333.144@compuserve.com> 
12) A gift of good humor to my radio friends. 
by "Jim Zellmer" <zellmer@raccoon.com> 
13) Re: HRO Saga 
by Mike Sewell <KOCRX@compuserve.com> 
14) RE: An HRO Restoration Saga - The Beginning (?) 
by "Roberta J. Barmore" <rbarmore@indy.net> 
15) Need info on Collins 516F2 
by Avery Comarow <acomarow@usnews.com> 
16) G-77 Hand Crank Generator 
by Bruce Haffner <haffner@popmail.mcs.net> 
17) Re: An HRO Restoration Saga - The Beginning (?) 
by Jerry Proc <jproc@idirect.com> 
18) Re: An HRO Restoration Saga - The Beginning (?) 


by "Bill Coleman" <n2bc@stny.rr.com> 
19) Power Supply for KWM-2 
by James Hanlon <knjhanlon@uswest.net> 
20) An HRO Restoration Saga , reply and recent experience 
by "Ed Zeranski" <ezeran@concentric.net> 
21) Re: HRO Saga 
by Arden Allen <gumbear@pacbell.net> 


Date: Wed, 01 Dec 1999 18:38:45 -0800 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: Tek 547 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QFM300639E1E7Z@mta2.snf£c21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


Hi Arni; 


> 1. yes, I checked the archives (perhaps poorly). Is a Tektronix 547 with 
> Plug in's 1A1, 1A2, and display 1A4 worth having for BA work? 


Why coitinly, to quote Curly. It would do a wonderful job for a BA 
workbench. All that is needed is plenty of cubic feet and about 7 amps 
worth of electric utility stock. This is a good time of year to install a 
space heater in there too. The 547 with the mentioned plugins is a real 
prize and should be carefully restored to peak condition. It will be 
greatly appreciated once you can get your mother in law out of the house so 
you have a little room to work on BA receivers. What a lovely 
thought,...... just in time for Christmas. 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


Message-ID: <Q08d01bf3c9c$6cae7300$1£00a8cO@ro> 
From: "Ragnar Otterstad" <otterstad@inet.uni2.dk> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: FS :VT-4C 
Date: Thu, 2 Dec 1999 08:54:27 +0100 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="i1so0-8859-1" 
Content-Transfer-Encoding: 7bit 


One single VT4C, made by General Electric(USA ). Used. Filament checks OK. 


Asking 15 dollars + shipping. iF interested give your location so I can 


figure out postage rate. 


Message-ID: <384684B3.5D6@debitel.net> 

Date: Thu, 02 Dec 1999 15:39:56 +0100 

From: Heinz und Hannelore Breuer <hbreuer@debitel.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Jackson ball drives available again 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hi, 


I just got the newest edition of RADIO BYGONES and there 
is an article that the reminders of the Jackson Brothers 
company were bought by Mainline Electronics. 

Production of ball drives and variable capacitors is up 
again. 

For info contact sale@mainlinegroup.co.uk 

73 

Heinz KM5VT 


From: "Bruce J. Howes KG2IC" <bhowes@buffnet.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Looking for Johnson Ranger -Must be very clean 

Date: Thu, 2 Dec 1999 12:42:04 -0500 

Message-ID: <NDBBJFAKMLEDKBEFPNMIMEMPCLAA. bhowes@buffnet.net> 

MIME-Version: 1.0 

Content-Type: multipart/mixed; 
boundary="----=_NextPart_000_0000_01BF3CC2.A3AB55A0" 


This is a multi-part message in MIME format. 


ot =_NextPart_000_0000_01BF3CC2.A3AB55A0 

Content-Type: text/plain; 
charset="Windows-1252" 

Content-Transfer-Encoding: 7bit 


Looking for a Johnson Ranger transmitter to pair up with my National 183D 
for my low power CW station. 


The unit must be very clean and functional. No extra holes, dings, etc. I 
would like the original manual if avaible. 


Mods are ok, if done well. 


I am located in Buffalo, NY and will pay the shipping for such. Additionaly, 
I can pick up in a 300 mile radius. 


Also intersted in meters for the Viking 500, or other 500 parts, interested 
in what you may have. 


You can call me evenings until 10PM EST at (716) 689-6727, ox return email. 
Thanks guys (and gals) ! 

Sincerely, 

Bruce James Howes 


KAKA KIKI IK KA KIKI IK IKI IKK IK III IKI IK III IK IKI IK I IK ICAI IK I 
Bruce J. Howes KG2IC email: kg2ic@arrl.net 

East Amherst, NY 14051 web: www.buffnet.net/~bhowes 
KAKA KAKI IK IA KIKI IK IKK IAI IK IKI IKI IK ICI IK III IKI IK IKI IK I IK 


ate =_NextPart_000_0000_01BF3CC2.A3AB55A0 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK RK KK KR KK KKK KK KKK KK KKK KK KKK 
---REMAINDER OF MESSAGE TRUNCATED-- - 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
* Mail Lists at theporch.com only accept PLAIN TEXT 
x If your postings display this message your mail program 
* is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KKK KK KK KK KK KK KKK KKK KK KKK KKK 


* 
* 
* 
* 


+ + + FF FF OF 


Foes =_NextPart_000_0000_01BF3CC2.A3AB55A0- - 


Message-Id: <103130301b46c4e15438d@[199.34.24.14]> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

Date: Thu, 2 Dec 1999 11:31:35 -0500 

To: Old Tube Radios <boatanchors@theporch. com> 
From: "Jay H. Miller" <jmiller@teleteam.net> 
Subject: Ampex AG-440C 


Any interest in an old broadcast quality reel to reel machine? Works. 
Definately a boatanchor. Came from a BIG tube AM broadcast station! 


Single track, with electronics and original manual. 


KKK KKK RR THAAARAARAARAARAAHE ak RK KAR KKK 
Jay H. Miller, KK5IM Dallas, Texas 
The Pocket Guide to Collins Amateur Radio Equipment 
A Pictorial History of Collins Amateur Radios 
ARRL * AMI#846 * DXCC 
E-Mail: jmiller@teleteam.net Home Page: http://www.teleteam.com/~jmiller/ 
xxkx*xx Proud to be 100% Macintosh since 1984! xxxxx 


Date: Thu, 02 Dec 1999 11:23:57 -0700 (MST) 
From: Richard Loken <richardlo@devax.admin.athabascau.ca> 
Subject: Re: Ampex AG-440C 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: Old Tube Radios <boatanchors@theporch.com> 
Message-id: 
<Pine.PMDF.3.95.991202111929 .541065812B-100000@devax.admin.athabascau.ca> 
MIME-version: 1.0 
Content-type: TEXT/PLAIN; charset=US-ASCII 


Combine your AG 440 with Don Mertz's mono Ampex 350 and you have got the 
environment in just about every pre-1980 radio and TV station in North 
America. The 350 was the nicer of the two but I would not refuse a 440. 


Think I will sit here and whimper nostalgic tears into my coffee cup for a 
while. 


And don't sent it to me, I am try to figure out how to get another child into 
my house without disposing af all my boatanchors. Win a lottery! Yeah! 
That's the ticket! 

Richard Loken VE6BSV, Systems Programmer - VMS 

Athabasca University 

Athabasca, Alberta Canada 

*x richardlo@admin.athabascau.ca x** 


To: Old Tube Radios <boatanchors@theporch.com> 

Date: Tue, 30 Nov 1999 15:11:46 -0600 

Subject: Computerized tube storage 

Message-ID: <19991130.151150. -189107.0.MNHopkins@juno. com> 
MIME-Version: 1.0 

Content-Type: text/plain 

Content-Transfer-Encoding: 7bit 


From: mnhopkins@juno.com 


Vacuum tube technological elaboration quickly outran the 
primitive understanding of information storage/retrieval theory 
available when De Forest and Armstrong were still in their labs. 


As a consequence, today's repairman or archivist is faced with 
a bewildering array of notation systems such as the Joint Army/Navy 
(JAN) system that identifies tubes in the form "VT-XXXX" where the 
suffix is chosen unscientifically. Thus, there is no computer 
friendly method of keeping an inventory of these devices. 
Moreover, all available systems are intuitively flawed. For 
example, a 6C4 triode is half of a 12AT7, but that fact is not 
apparent from the designations. 


To remedy this situation, the Hams at AB5L have begun a new, 
modern system that easily and simply goes on line while at the same 
time conserving precious disc space. 


For common tube types we simply convert the trade designation 
from Hexadecimal. Thus the 6C4 is logged as a 1732 and the 50C5 
for a table radio is now a 20677. This suffices for miniatures, 
but for larger eight-pin models we use, of course, Octal. In our 
basement a 6146 is found as a 14002 and the smaller 2E26 is a 
27047. For prewar four-pin envelops such as might be used on 5 
Meters, we use Binary, finding a 210 to be a 11010010. The power 
amp tubes are reverse converted and an 811 is a 32B while an 813 
is a 32D. The common 572 becomes a 23C but note that a 572B is a 22315. 


Simple isn't it? We have found this system at least as useful 
as working 6M QRP CW in the VHF contest. 


Workers who wish to further investigate these thoughts might 
turn to such publications as Hospital Age as the inspiration sprang 
from our 19 years in the Healthcare industry. 


(This material originally appeared in the North Texas Microwave 
Association's "Feed Point" publication. Someday, I hope they will 
let me back in.) 


de ab5L, michael in dallas, MNHopkins@JUNO.com 

Student of Tecraft, ICM and Six Meters' Golden age: 1957-58 
Box 226841, Dallas, TX 75222 

Receive Converters: collecting tech data, all brands 


Message-Id: <199912022025.dB2KPWP15041@sco.theporch. com> 
Date: Sat, 01 Jan 2000 15:18:15 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Roy Morgan <roy.morgan@nist.gov> 

Subject: Boonton 75A-S8 Capacitance Bridge, Need manual 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Anchorites, 
Need manual for Boonton 75A-S8 Capacitance Bridge. 
Copy OK. Will pay copy, maling costs, or trade manual copy from my library. 


Thanks much. 
Roy 


- Roy Morgan 

Keep em glowing! K1LKY since 1959 
7130 Panorama Drive, Derwood MD 20855 
301-330-8828 


Message-Id: <199912022026.dB2KQiP15168@sco.theporch. com> 
Date: Sat, 01 Jan 2000 15:19:32 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Roy Morgan <roy.morgan@nist.gov> 

Subject: General Radio 1390A Noise Generator, Need manual 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Anchorites, 
Need manual for General Radio 1390A Random Noise Generator. 
Copy OK. Will pay copy, maling costs, or trade manual copy from my library. 


Thanks much. 
Roy 


- Roy Morgan 

Keep em glowing! K1LKY since 1959 
7130 Panorama Drive, Derwood MD 20855 
301-330-8828 


From: Jderm740@aol.com 
Message-ID: <Q.e62452a2 .25783933@aol.com> 


Date: Thu, 2 Dec 1999 16:05:55 EST 

Subject: Re: HRO Saga 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


Hi to one and all 


A recent posting suggested compressed air at 100 PSI. No,no, no. In 35 years 
of manufacturing with compressed air we never used more than 90 PSI and then 
very carefully. for safety reasons all blow nozzles were derated by boreing 
out the 1/8th hope to about 3/8th of an inch to cut down on the turbulance 
and pressue damage that could be done. 100 PSI through a small nozzle can 
create turbulance that can get under and into delicate parts and do damamge 
you won't know about until you fire up the set. I would suggest little 
brushes, called acid brushes, and a small vacuum adapter for your household 
model. They sell sets for cleaning dust from electronis devices. Cut the 
bristles on the brushes back about half way to stiffen them and useing the 
brushes and the vacuum nozzle, scrub and vac away. Wear a resperator and 
goggles. I prefere a resperator to a simple dust mask. Tighter fit and less 
chance for infiltration of unknown stuff. 


Jack McDermott Jderm740@aol.com 


Date: Thu, 2 Dec 1999 17:09:46 -0500 
From: don merz <71333.144@compuserve.com> 
Subject: BA Literature/Gear FS 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <199912021711_MC2-8F5D-410@compuserve.com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: 7bit 
Content-Type: text/plain; 
charset=us-ascii 
Content-Disposition: inline 


BOATANCHORS & Literature For Sale 


CONTACT: Don Merz, 47 Hazel Drive, Pittsburgh, PA 15228 
71333 .144@compuserve.com 


BA LITERATURE For Sale 


Radio Broadcast magazine, October, 1926, cover loose. Great content. $14 PPD 

Radio Bygones (British): Volume 1 through Volume 11 inclusive (1989-1991). 
Beautiful 8-1/2" x 11" radio magazine-lots of color. Nice set in excellent 
shape. $105 


Large set of Radio News magazine. All have covers, except one or two issues 
noted below. Most are in quite excellent condition. Prefer to sell the entire 
set for $350 which is less than half of what they are worth separately. 

1926: 11(cover bad) 

1927: 1,2,6,7,10,11,12 

1928: 1,2,3,4,5,6,7,10,11,12 

1930: 2(no cover) 

1931: 1,4,5,6,7,8,11,12 

1932 through 1937 inclusive: Complete 


1939: 11 

1940: 2 

1942: 4,5,8 

1943: 6,7,9,10,11,12 

1944: 1,2,3,4,6,7,8,10,11,12 

1945 through 1952 inclusive: Complete 


BOATANCHORS For Sale 


Military TS-164/AR Frequency Meter. This is a companion unit to the BC-348 
receiver. It's a standard BC-221-M frequency meter in an aircraft mount 
with power supply and antenna connections that mate to the BC-348. This 
meter is Bendix s/n 3895 and the case is CVE s/n 17761. Cosmetically, this 
looks brand new. It also works perfectly. If you don't want to power it 
from your BC-348 as it was designed to be, I also have a homebrew external 
power supply for it. Complete with shockmount, original BC-221 manual and 
original TS-164/AR instruction sheets. $70 

Military CMX-23073-A Control Unit for use with RAK-8 and and RAL-8 Radio 
Equipment. An audio control box that allows 2 sets of phones to hear the 
RAK or RAL or both signals together. In very excellent, original 
condition. $25 

Ampex 350 tape deck. Classic recording and radio station deck that used 1/4" 
magnetic tape and accomodates 15" or 7" reels. The 350 features excellent 
audio specs even 25 years later. The 350 model was available with many 
different head and electronics configurations including provision for 
using 1/2" tape. But htis one is as basic as you can get. It's set 
up for glorious full-track monaural at either 7-1/2IPS or 15IPS. The 
record/play amp is a single solid-state Ampex unit model 4020251-05. Both 
deck and rec/play amp are 19" rackmount and take up 21" of rack space 
together. The deck and amp look very good or better and work very well. 
But Rewind starts off slowly so I guess that clutch needs adjustment. 

This thing is capable of marvelously musical recordings. But I just used 
it for off-air fooling around. With manual copy. $150. This is heavy 
and will cost $50-$60 to ship. E-mail for JPG photos. 

Communications Equipment Company RHZ receiver. This is a fixed-frequency HF 
receiver designed for airport frequency monitoring. Crystal-controlled. 
Tuned to either 3105 kc or 3117 kc. Retunable to any nearby frequency 
with procedure given in manual. Will go to 80 meters with no coil mods and 
160 meters with minor coil mods. This is a 19" rackmount radio, 5" high 


with simple black wrinkle front panel. Front panel is excellent. The cover 
has some scratches--some deep. Tube lineup is 80, 6V6, 4-6K7, 6K8, 6S37, 
6H6 and 6SL7GT. With original manual: $50. Heavy. 


CONTACT: Don Merz, 47 Hazel Drive, Pittsburgh, PA 15228 
71333 .144@compuserve.com 


Message-ID: <0Q01001bf3d1a$c87£6760$10865aa5@raccoon. com> 
From: "Jim Zellmer" <zellmer@raccoon.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: A gift of good humor to my radio friends. 
Date: Thu, 2 Dec 1999 17:13:01 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


I always admire people who can get a message across. This is a good 
example. 


According to a radio report, a middle school in Oregon was faced 

with a unique problem. A number of girls were beginning to use lipstick 
and would put it on in the bathroom. That was fine, but after they put on 

their lipstick they would press their lips to the mirror leaving dozens of 
little lip prints. Finally the principal decided that something had to be 

done. She 

called all the girls to the bathroom and met them there with the 

maintenance man. 


She explained that all these lip prints were causing a major 

problem for the custodian who had to clean the mirrors every night. To 
demonstrate how difficult it was to clean the mirrors, she asked the 
maintenance 

guy to clean one of the mirrors. 

He took out a long-handled squeegee, dipped it into the toilet 

and then cleaned the mirror. Since then there have been no lip prints on 
the mirror. 


There are teachers and then there are Teachers!!!! 


73% 


Jim Zellmer, KAOVSL 


Date: Thu, 2 Dec 1999 18:41:25 -0500 
From: Mike Sewell <KOCRX@compuserve.com> 
Subject: Re: HRO Saga 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <199912021840_MC2-8F80-239B@compuserve. com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 
Content-Disposition: inline 


Compressed air is dangerous in inexperienced hands. Ever see the afterma= 
th 

of wet-behind-the-ears gear-head attempting to clean an automobile air co= 
nditioner 

condenser or radiator with high-pressure air?? It's not pretty! 


K @ Collects Radios eXclusively/WPEOCFK 


Jack wrote: 


A recent posting suggested compressed air at 100 PSI. No,no, no. In 35 ye= 
ars = 


of manufacturing with compressed air we never used more than 90 PSI and t= 
hen = 


very carefully. for safety reasons all blow nozzles were derated by borei= 
ng = 


out the 1/8th hope to about 3/8th of an inch to cut down on the turbulanc= 
e= 


and pressue damage that could be done. 100 PSI through a small nozzle can= 


create turbulance that can get under and into delicate parts and do damam= 
ge = 


you won't know about until you fire up the set. I would suggest little = 


brushes, called acid brushes, and a small vacuum adapter for your househo= 
ld = 


model. They sell sets for cleaning dust from electronis devices. Cut the = 


bristles on the brushes back about half way to stiffen them and useing th= 
e= 


brushes and the vacuum nozzle, scrub and vac away. Wear a resperator and = 


goggles. I prefere a resperator to a simple dust mask. Tighter fit and le= 
SS = 


chance for infiltration of unknown stuff. 


Jack McDermott Jderm740@aol.com = 


Date: Thu, 2 Dec 1999 08:52:04 -0500 (EST) 

From: "Roberta J. Barmore" <rbarmore@indy.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: RE: An HRO Restoration Saga - The Beginning (?) 
Message-ID: <Pine.SUN.4.10.9912020824020 .14604-100000@indy1> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Hi! 


I'm a little concerned by all the "use an air compressor" advice. There 
are two problems with this: it stirs up all that mysterious dust, exactly 
what we xdon't*x want to do with an Unknown Substance; and in my experience 
most of us simply blow dust (etc.) into the least accessable and most 
damaging places of a piece of gear when attempting to clean it with 
compressed air. 


Use a vacumm cleaner! A big old "shop-vac" type, with some simple 
adaptors to get into close corners, does a very nice job. And if you're 
worried about tiny Things Unknown slipping by the filter, you can buy a 
couple more hoses (cheap) and route the exhaust outside, where odds of 
dispersal to a safer, lower concentration are better. (The genuinely 
driven can even improvise a finer filter on the exhaust from common 
household materials*, though it should be pointed out that viruses are not 
filterable, at least by such methods...and you'll still have the filter 
media to dispose of! Might be a good idea to wash out the exhaust hose 
very carefully, too.) 


*xThis is cribbed from a "fallout filter" one of the more useful 
think-tanks thunk up a very long while ago. It takes a bit of explaining, 
quite dull if you don't want to build one, so I've deleted same. But the 


materials are things most folks have in their homes already. If carefully 
put togther, the resulting filter is about as good as that of a commercial 
hepa-vac. Neither one of them will stop a virus, though they're utter 
perdition for nasty dust! 


KB9GKX "RJ" rbarmore@indy.net Roberta J. (Bobbi) Barmore 
FISTS #3388 x G-QRP #10001 * ARRL * RSGB x WIA 
Appreciator Of Vacuum-Tube Ham Gear and Vintage Keys 


Message-Id: <3.0.6.32.19991202202751.00799c40@ntpop.usnews. com> 
Date: Thu, 02 Dec 1999 20:27:51 -0800 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Avery Comarow <acomarow@usnews.com> 

Subject: Need info on Collins 516F2 

Cc: dcboatanchors@qth.net 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


I stupidly thought when I ordered a commercial copy of the manual for my newly 
arrived Collins 32S3 that I wouldn't need another one for the power supply. 
I'd rather 

not lay out more money for a second manual, although I will if I have to. 
Could 

somebody copy their 516F2 manual for me? 


I'd be happy to pay copying costs and postage. 
Thanks! 


73, Avery W40GK 


Message-Id: <2.2.32.19991203015940.006cc5a0@popmail.mcs.net> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

Date: Thu, 02 Dec 1999 19:59:40 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Bruce Haffner <haffner@popmail.mcs.net> 

Subject: G-77 Hand Crank Generator 


Thru the generosity of one of the list members I found out what the G-77 
generator is. He emailed me a copy of the manual. It has a 17 volt output to 
run the PRC-74 and charge the nicad batteries. Now I know what the socket on 
the CY 7773/PRC-74 battery box is for. Fair Radio was selling the battery 
boxes last year. All I need now is the power cable CX-13103 that goes from 
the generator to the battery box. It has the 9 pin male socket on one end 


and a 3 pin on the other and is 5 feet long. 
Bruce WD9GHK 
BRUCE HAFFNER WD9GHK "THE VOICE OF VICTORY" 
TINLEY PARK, IL Hallicrafters-1946 


E-MAIL: haffner@mcs.net 


Message-ID: <38472930.FF051210@idirect.com> 

Date: Thu, 02 Dec 1999 21:21:37 -0500 

From: Jerry Proc <jproc@idirect.com> 

MIME-Version: 1.0 

CC: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: An HRO Restoration Saga - The Beginning (?) 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

To: Old Tube Radios <boatanchors@theporch.com> 


To elaborate on Bobbi's suggestion, Shop-Vac make commercial vacuum cleaner 
bags specifically for drywall dust. At 2 bags for $12, they are a bit pricey 
but they work as advertised and are very effective at trapping very fine dust. 
One could improvise a custom filter from this material 


"Roberta J. Barmore" wrote: 


(The genuinely driven can even improvise a finer filter on the exhaust from 
common 


> household materialsx, though it should be pointed out that viruses are not 
> filterable, at least by such methods... 


Regards, 
Jerry Proc VE3FAB jproc@idirect.com 
Web: www3.sympatico.ca/hrc/haida 


HMCS HAIDA Historic Naval Ship, Toronto Ontario 


Message-ID: <001a01b£3d37$b£a943a0$99285e18@stny.rr.com> 
From: "Bill Coleman" <n2bc@stny.rr.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: An HRO Restoration Saga - The Beginning (?) 
Date: Fri, 3 Dec 1999 02:40:23 -0000 

MIME-Version: 1.0 

Content-Type: text/plain; 


charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


I second Bobbi's vacuum approach over an air hose. In addition I recommend 
you make up a special ‘attachment' for extra BA TLC. 


I take a 6' or so long piece of flexible tubing (3/8" ID or so), stuff it 
into the vac hose, secure with duct tape (of course) leaving about 1/2 of 
the vac hose open. This gives a gentle suction, flexible, small for nooks 
and crannies and lots easier to handle than a shop-vac hose. 


I use my special attachment along with an assortment of paint brushes, 
artists brushes, and tooth brushes (which you can heat and bend into lots of 
wierd shapes). 


Enjoy, 73 Bill N2BC 


Message-ID: <384745E0.43D8D0BB@uswest.net> 
Date: Thu, 02 Dec 1999 21:24:01 -0700 

From: James Hanlon <knjhanlon@uswest.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Tortorella Mike <mtortorella@lucent.com> 
Subject: Power Supply for KWM-2 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


All y'all, 


A friend of mine, Mike Tortorella, W2IY, in New Jersey has a 
KWM-2(A?) but no Collins power supply. He does have a Heath 
HP-23. Do any on you guys have experience using a HP-23 
with a KWM-2? If so would you please let Mike know about 
it? His e-mail is <mtortorella@lucent.com> 


Thanks much! 


Jim, W8KGI 


Message-ID: <008701bf3d44$e6bbc8c0$508dfea9@g5p3m4> 

From: "Ed Zeranski" <ezeran@concentric.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: An HRO Restoration Saga , reply and recent experience 
Date: Thu, 2 Dec 1999 20:07:42 -0800 

MIME-Version: 1.0 

Content-Type: text/plain; 


charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


rata Original Message----- 

From: Roberta J. Barmore <rbarmore@indy.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Date: Thursday, December 02, 1999 5:22 PM 

Subject: RE: An HRO Restoration Saga - The Beginning (?) 


> 

>Hi! 

> 

> I'm a little concerned by all the "use an air compressor" advice. There 
>are two problems with this: it stirs up all that mysterious dust, exactly 
>what we xdon't*x want to do 


Bobbi and BA 


The current body on the slab is an HRO-50T1. As usual, as a new 
patient, it got the cut down acid brush scrub/sweep backed up by the 
shopvac super suck. Compressed air was next but very regulated so nothing 
loose got launched into the ozone or anything weak got blown away. Mild 
detergent got rid of the easy dirt-grime then freon was used to cut dead 
grease. After the chassis was 'clean' I rubbed it down with Nev-R-Dull then 
an old 'T' shirt to pull corrosion from the pitting. It be shiny now! Just 
spiff city! (even the asbestos) Any thing that could be unmounted from the 
chassis then cleaned /cleaned under was..... The part that should be read 
between the lines is using a shit load of long-stick industrial 'Q' tips and 
rag pieces on sticks for getting at the hard to get at places and cloth with 
cleaner on thin cardboard between stator/rotor on the main tuning condenser. 
Several days of spare time here before recap and power up. DeOxit did it's 
trick on coil contacts etc. but I still have to tear down all the pots for 
cleaning-denoising. 


Initally there were two bad tubes, rotten pwr cord, and paper caps 
which got hot to the touch. Cord, tubes, total recap happened after the 
above Tidy Bowl then the set got its light off. So far so good. This is my 
first HRO so its neat playing with something 'new'. The Hammarlunds, 
R390As, TCSs, BC348s, NC-300, 183D , RAK/RAL etal are all there but this is 
my first HRO so playing at another Classic is fun. A manual is on the way 
from Raymond Sarrio so a tweek can be done on the coils GC/BS alignment. 
This looks like the coils, just B/C/D no A yet, were cobbled together but 
had never been aligned/harmonized...osc don't track etc. All in all it 
looks/sounds like a neat radio which will be just better after aligning the 
orphan parts. 


How did this start?? Oh yeah, compressed air! Take it easy, use a 
filter(practice safe compressoring) and consider the dry pumped canned air 
for working around small nonreplaceable parts. TechniTool, Contact East, 
Specialized, and other purveyors of electronic tools have what you need. 
Sure would like to find that damn 'A' coil. 


Date: Thu, 02 Dec 1999 20:46:38 -0800 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: HRO Saga 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QFM5007KQEOK2B@mta4.snfc21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=IS0-8859-1 
Content-transfer-encoding: 7bit 


Hi Jack; 


> A recent posting suggested compressed air at 100 PSI. No,no, no. In 35 
years 

> of manufacturing with compressed air we never used more than 90 PSI and 
then 

> very carefully. for safety reasons all blow nozzles were derated by 
boreing 

> out the 1/8th hope to about 3/8th of an inch to cut down on the 
turbulance 

> and pressue damage that could be done. .......... 


Well, this is a case of looking at both sides of the coin. I've for years 
used 120 pounds with a straight nozel with about a 1/16 inch bore. The 
advantage I have found with that configuration is you have better 
directional control with a narrower cone of pressure and a wider range of 
force depending on distance. When blowing dust from delicate parts like 
mica trimmer caps I keep the nozel will back and when I need to dislodge 
tough cookies I can move in for the kill. Small children and childish 
adults don't use my compressor and blow nozel so I don't have to answer to 
Our Savior Has 

Arrived. My advice, as always, is to use good sense. You know, that stuff 
they had way back when. 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 
+44 Politics is the mother of invention. +++ 


End o£ BOATANCHORS Digest 2742 
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